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                          REVISED on April 9, 2012 
March 6, 2012 

 
HINODE ELECTRIC CO., LTD. 

                 Sales Department 
TEL: 03-3860-8661 FAX: 03-3860-8660 

 
                

Subject: Change of seal plug used in fuses 
 
1. Products affected:  

Refer to the APPENDIX (REVISED on April 9) for products that will be affected by the change. 
 
2. Description of the change 

The shape of the current seal plug (cup-shape) will be made cylindrical. 
(Seal plug: The part used in our fuses to seal the hole where the filling is inserted.)  

 
3. Photo description of the change 
 
 
 
 
 
 
 
 
 
 
 
 
 
4. Reason for the change 

Improvement in availability of the part 
Improvement in part production accuracy 
 

5. Affect on products as a result of the change 
Fuse characteristics: No affect on fuse performance 
Dimensions: No change 
Material: No change 
No affect on product specifications, reliability data, and material composition survey that has 
already been provided.  
 

6. Schedule of change 
The change will come into effect from/around May 2012 or after. 
For clients who request to postpone the due date, please contact to our sales staff before March 23. 

 
 
 

Thank you for your understanding in this matter. 
If you have any questions, please do not hesitate to contact us. 

Current type 
(Cup-shape) 

New 
(Cylindrical shape) 

Enlarged picture of the old and new seal plugs 
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APPENDIX 
※Numbers in red : Added to the list with this revision. 
 

１０００ＣＦ－１～３５ ５００ＧＢ－６０～８０ 

１０００ＦＨ－１５～４５ ５００ＧＮＸ＊＊ 

１０００ＧＨ－１６～８０ ５００ＫＨ－＊＊ 

１０００ＳＰＦ８０～１６０ 

(Excluding １６０ＵＬ・１６０ＳＵＬ) ５００ＳＦ－４～２０ 

１００ＵＳＨ１５～４５ ５００ＳＦＫ４～２０ 

１２５ＧＨ－５０ＱＹＳ ５００ＶＨＡ４～２０Ａ６Ｘ３１ 

１５００ＳＰＦ５０～７５ ５００ＶＨＡ４～２０Ａ６ｘ３１ＰＣＭ 

１５ＫＡＲ１００～８００ ５０ＦＡ－＊＊ 

１５ＬＸ＊＊ ５０ＫＡＲ３０～８００ 

２，５ＵＲＧＪ１７／２０～１２５ ５０ＰＸ４～１６ 

２，５ＵＲＧＪ２３／１６０～２５０ ５０ＳＨＡ２０～５５ 

２，５ＵＲＷ２０／７５～１８０ ５０ＳＨＢ６０～８０ 

２５０ＣＦ－４～１６ ６００ＣＦ－５～６０ 

２５０ＦＨ－２０～６０ ６００ＦＨ－２０～５５ 

２５０ＦＨ－７５～１７５ ６００ＦＨＭ２０～５５ ７５～１５０ 

２５０ＧＡ２０～３５ ６００ＧＦ－＊＊ 

２５０ＧＡＲ５０～８００ ６００ＫＨ－５～６０ 

２５０ＧＦ－１００ ６００ＳＰＦ８０～２００ 

２５０ＧＧ－４０～６０ ６０ＦＡ－１～３０ 

２５０ＧＨ－１６０～２５０ ６０ＦＨ２０～５５ ７５～１５０ 

２５０ＧＨ－２０～１２５ ６０ＦＨＳ２０～５５ ７５～１５０ 

２５０ＧＨ－２０Ｎ２Ｓ～１２５Ｎ２Ｓ ６０ＰＦＦ－５～３０ 

２５０ＧＨＸ１６０ ６６０ＣＦ－５～６０ 

２５０ＫＨ－５～３０ ６６０ＧＡ－２０～５５ 

２５０ＳＦ－４～２５ ６６０ＧＡ－６０～７５ 

２５０ＳＦＫ４～１６ ６６０ＧＢ－６０～７５ 

２５ＦＨ２５～１００ ６６０ＧＨ－１１０～２００ 

２５ＫＡＲ５０～８００ ６６０ＧＨ－１６～１００ 

２５ＬＧ５～３０ ６６０ＧＨＦ１２５ 

２５ＬＫＡ２０～１００ ６６０ＧＨＳ２０～６３，８０ 

２５ＰＸ４～１６ ６６０ＧＨＳ７５，１００～１５０ 

２５ＳＨ４０～６０ ６６０ＧＨＴ＊＊ 

２５ＳＨＡ２０～６０ ６６０ＧＨＸ１２５ 

３，５ＵＲＧＪ１７／１６～１００ ６６０ＧＭ－５０～１００ 

３，５ＵＲＧＪ２３／１２５～２００ ６６０ＫＨ－５～６０ 

３５０ＧＨ－１２５～２００ ６６ＬＧ５～３０ 

３５０ＧＨ－１６～１００ ６６ＬＫＡ２０～７５ 

３５０ＫＨ－５～６０ ７００ＣＦ－５～４０ 

３５ＳＦ－４～２５ ７００ＦＨＳ－＊＊ 

４００ＫＨ－５～６０ ７０ＰＦＦ５～４０ 

５００ＣＦ－＊＊ ７０ＳＨＡ２０～５５ 

５００ＧＡ－２０～５５ ７０ＳＨＡ６０～７５ 

５００ＧＡ－６０～８０ ７０ＳＨＢ６０～７５ 

５００ＧＡＲ３０～８００ ７５０ＣＦ－２ 

７５０ＦＨ－２０～５５ Ｆ２５Ｐ－３０～２００ 

７５０ＧＨ－１２５～２００ Ｆ５０Ｐ－２０～１５０ 

７５０ＧＨ－１６～１００ Ｆ７０Ｃ－５～４０ 

８００ＣＦ－５～３０ Ｆ７０Ｐ－３５～１００ 
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２５ＬＫＢ１００～２２５ ６６ＬＫＢ１００～２００ 

２５ＳＨＡ７０～１５０  

※Suffix letters may be added to product numbers above to note recognition and/or 
indicator attachment. 
For example: 1000GH-16UL, 660GH-16 ULTC, 1000FH-15S 


